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DM40 SGA BAT 
Battery Operated Industrial Vacuum For Dust & Solid Material 

Filter unit  

The filter is placed and protected inside the steel filter chamber. 
The polyester star filter provides a filter surface of 20,000 cm2, 
and high filtration efficiency (class L, 3 micron).  

A manual filter shaker enables the user to clean the filter  

efficiently, by a vertical shaking movement. It detaches the dust 

to ensure a clean filter increasing its longevity and maintains 

suction performance of the machine. The frontal aluminium 

die-cast suction inlet (80mm diameter), placed  below the filter, 

makes it possible to vacuum dust, solid and liquid material (the 

latter only within the capacity of the container) at the same time, 

with no need to change or take out the filter. 

Collection unit  

The vacuumed material is placed inside a  

50L capacity, drop-down bin that's mounted on 
wheels. Thus, making it possible to dispose material 
easily and safely and if need be, collecting directly into 

a plastic bag. 

The vacuum is mounted on a sturdy steel chassis with 

two pivoting wheels, one of which with brakes. All 

metal parts of the vacuum are epoxy painted to ensure 
durability. 

Suction unit  

The suction is provided by three 24V by-pass motors, operated 

by independent switches and placed inside a sturdy steel casing. 
The motors are powered by two 12V batteries, installed on the 

front of the chassis (an additional battery charger can be added 

as optional).  

The motor head is filled with noise reducing material created to 

limit noise level and improve operator acceptance. It is designed 

to convey the exhaust air towards the ground, not to bother the 

user or raise possible dust in the surrounding area. The control 

board includes the two independent switches and a vacuum 

gauge, useful to detect possible clogging of the filter. Two 

handles placed on the sides enable an easy lifting and removal of 

the motor head, for possible inspection or  replacement of the 

underlying filter.

The Delfin DM40 SGA Bat is the only battery operated industrial vacuum available of its kind.With 50L capacity, 3 
hour operation time and powerful suction, it is the ultimate choice for cleaning when access to power is limited.



 MODELS AND DATASHEET 

DM40 SGA BAT 
Battery Operated Industrial Vacuum For Dust & Solid Material 

MODELS DM40 SGA BAT 

Power (Voltage / Hz) 24 / 50-60 

By-pass motors (N.) 3 

Power (WATT) 3 x 450 

Batteries (N / Volt) 2 x 12 Volt 

Max. vacuum rate (mmH20) 1,700 

Max. air flow rate (m3/h) 290 

Filter surface—star filter (cm2) 20,000 

Filter efficiency—CAT (BIA)/micron L < 3 

Air load on filter (m3/m2/h) 270 

Capacity (Litres) 50 

Suction inlet diameter (mm) 80 

Noise level—dB(A) 76 

Isolation (CL) 1 

Dimensions (cm) 58 x 90 x 125H 

Weight (kgs) 100 

 OPTIONS* 

APPLICATION CODE DESCRIPTION 

Inbuilt battery charger ZZ00 Battery charger installed 

Dust in big quantities ELF Extra large surface star filter (30,000 cm2) 

Sticky dust and material PTFE PTFE treated star filter (reduces the adherence of the dust 

High temperature dust and material NOMEX Nomex flame proof filter, resistant up to 250°C 

Dust and material subject to accumulate static 
electricity 

ANT Antistatic star filter 

Fine dust subject to accumulate static electricity ANT/C Antistatic star filter, 1 micron efficiency 

Very fine dust A Absolute filter (BIA certified) with efficiency 99,995% parti-

Fine dust M 
Extra large surface 1 micron star filter, certificate for the 

suction of fine dust of class “M” 

Very fine and/or toxic dust H 

1 micron star filter, absolute filter (BIA certified) with effi-

ciency 99,995% particle size 0.18um standard EN 1822, 

filtration class “H” 

Corrosive dust and material X Stainless steel container AISI304 

Corrosive dust and material XX Stainless steel container and filter chamber AISI304 

Dust and material subject to accumulate static 

electricity 
MT Total electrical grounding of all metal parts 

* Different combinations of the above options are possible (e.g. ACX , vacuum

with Absolute filter, 1 micron star filter and stainless steel container)




